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ADC Stainless steel Centrifugal Pumps

Applications:
The ADC Stainless steel pumps are available in
various sizes for a wide range of use in the food
processing industry sectors (wine production,
dairy products, beverages) and in the chemical,
pharmaceutical and cosmetic industries. Also,
these pumps can be used for CIP washing.

Technical specifications:
Capacity: Up to 55 m3/h

Pressure: Up to  47 mcw

Temperature: Up to 140oC

Construction Materials:
Parts in contact with the product: 
Stainless steel AISI 316L (1.4404)

Gaskets in contact with the product: EPDM, FKM

Mechanical seal: Cer/Graf/EPDM or FKM,
Sic/Sic/EPDM or FKM 

Ports: DIN 11851 (for food), BSP

Avaliable with:

4Motors 2900 / 1400 rpm

4ATEX motors

4Anti-germ / anti bacteria covers and feet

ADC pumps are manufactured in a strong, tolerant 316L stainless steel material. They are with Half-open

impellers of open type, allowing solid passing and are in connection through an independent shast

with the motor. The sealing is made with a mechanical self-lubricating seal.

ADC pumps have an intermediate space with drainage for protecting the electrical part from a possible

leakage, through the seal. ADC pumps are designed in a way that allows prompt and safe opening of

the pumping space, a fast intervention and immediate cleaning.

The pump’ s special assembly makes disassembly for the inspection and cleaning of all the internal parts

easy.

ADC Series spare part list
Pos QTY Description Pos QTY Description

1 1 Pump cover 11 1 Spline

2 1 Clamp 12 1 Shast

3 1 O-ring 13 2 Grub screw

4 1 Screw 14 1 Feet

5 1 Washer 15 4 Washer

6 1 Impeller 16 4 Nut

7 1 Mech. Seal 17 1 Motor

8 1 Pump Body 18 3 Screw

9 4 Screw 19 1 Carter

10 1 Eccentric



ADC Series Dimensions

Pump
Type

Kw
Dimensions -mm-

D1 D2 A B C E F H L L1 M M1 N O

ADC 05 0,55 1 1/4" 1 1/4" 150 343 49 39 123 71 112 150 90 120 103 10

ADC 10 0,75 1 1/2" 1 1/4" 200 410 45 45 145 80 125 150 100 130 205 10

ADC 15 1,1 1 1/2" 1 1/4" 200 410 45 45 145 80 125 150 100 130 205 10

ADC 20 1,5 2" 1 1/2" 260 460 60 60 180 90 140 180 100 130 230 10

ADC 30 2.2 2" 1 1/2" 260 460 60 60 180 90 140 180 100 130 230 10

ADC 40 3 2" 1 1/2" 310 520 70 70 200 100 160 200 140 175 255 12

ADC 55 4 2" 1 1/2" 310 520 70 70 200 112 190 230 140 175 255 12

ADC 75 5,5 2 1/2" 2" 350 605 85 85 225 132 216 256 140 180 359 12

ADC 100 7,5 2 1/2" 2" 350 605 85 85 225 132 216 256 140 180 359 12

ADC 125 9,2 2 1/2" 2" 350 677 85 85 225 132 216 256 178 215 393 12

Pump
Type

Kw
Dimensions -mm-

D1 D2 A B C E F H L M N

ADC 05 0,55 DN32 DN32 210 376 49 39 122 157 165 168 129

ADC 10 0,75 DN40 DN32 265 455 45 45 145 220 205 270 140

ADC 15 1,1 DN40 DN32 265 455 45 45 145 220 205 270 140

ADC 20 1,5 DN50 DN40 285 525 60 60 180 220 205 270 140

ADC 30 2.2 DN50 DN40 285 525 60 60 180 220 205 270 200

ADC 40 3 DN50 DN40 340 550 70 70 200 260 255 330 200

ADC 55 4 DN50 DN40 340 550 70 70 200 260 255 330 200

ADC 75 5,5 DN65 DN50 385 680 85 85 225 275 270 400 250

ADC100 7,5 DN65 DN50 385 680 85 85 225 275 270 400 250

ADC125 9,2 DN65 DN50 385 998 85 85 225 275 270 400 374

Drawing (with cover & feet) DIN 11851 ports Drawing BSP ports

DIN 11851 Ports Dimensions

BSP Ports Dimensions



Performance curves 2900 Rpm
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Type Motor HP Max capacity Connections

ADC  05 0.75 11  m3/h DN 32  x DN 32

ADC  10 1.0 15  m3/h DN 40 X DN 32

ADC  15 1.5 18  m3/h DN 40 X DN 32

ADC  20 2.0 19  m3/h DN 50 X DN 40

ADC  30 3.0 31  m3/h DN 50 X DN 40

ADC  40 4.0 29  m3/h DN 50 X DN 40

ADC  55 5.5 35  m3/h DN 50 X DN 40

ADC  75 7.5 40 m3/h DN 65 X DN 50

ADC 100 10.0 50  m3/h DN 65 X DN 50

ADC 125 12 55  m3/h DN 65 X DN 50

Pump Models

England Sales office: 
2  Lower Packington Road
Ashby De La Zouch - Leicestershire 
LE65 1 GD - United Kingdom (UK)
Vat No. GB 220393343
Tel : +44 1213 680 324 / +44 1213 680 472
email: sales@alphadynamicpumps.co.uk 
www.alphadynamicpumps.co.uk
Registered in England and Wales. Registration No.09706219

Hellas Production Facilities:
3 Elestherias Str Industrial Park of Kifisia  
14564 - Kifisia - Hellas  
VAT No.  ΕL 999695309
Τel +30 210 4200 338 , +30 210 4200 422
Fax +30 211 268 68 37
email: info@alphadynamic.eu
www.alphadynamic.eu


