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Quality Standards
designs, develops and manufactures pumps and parts with the highest quality standards.

consistently exceeds the expectations for service, quality and integrity, through it’s deep commitment
to manufacture in compliance with all industrial certifications, including ISO Certification, CE Certification and
Explosion Proof ATEX II 2G h IIB T4 Gb and II 2D h IIIB 135◦C Db Certification.

invests in employees and distributors/partners who are keen and willing to keep up with the company’s
philosophy for excellence, innovation and high customer service, creating and establishing all together a Great Brand.
The Ruby Brand.
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Benefits
• Optimal performance

• Economical air consumption, ecological

designing

• High efficiency for pressure/capacity

• Oil free operation

• No freezing

• New air valve designing, fully controled air

passing

• Easy disassembling and re-assembling
• New generation diaphragms with embodied 

inner-outer piston

• New generation PTFE diaphragms of
embodied type for long-life operation
(compound)

• Advanced quality Full capacity PTFE-A
diaphragms for high chemical and  mechanical
applications

• Potential to be submersible (on request)
• Possibility to be used in dirty environments

due to their closed designing
• Easy manifold reverse
• Automatic suction

Advance unified diaphragms featuring:
a Easy installation and  maintenance

a Excellent service life

a Inventory cost reduction

a Improved performance

a Greater displacement per cycle

a No center hole, elimination of  potential leak paths.

a There is no need for the main axis to be insured

a They can be screwed and unscrewed 

without the use of tools

Advance Unified Diaphragm offers:

Innovative conical shape ideal 
for optimal performance and life, low pressure

requirements for start-up, ideal suction

The prominences decrease the 
stretching of the PTFE during the 

regression  and prevent it from cracking.

Innovative diaphragm support side, 
offers flexibility, long life and protects

from cavitation

Special internal plate supports 
your diaphragm in every movement



ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body Aluminum AL-233

Ports 1' BSPG F 

Air Inlet 1/2’

Max self priming capacity 5 m

Max flow rate 185 L/min

Max. Air supply pressure 8 bar

Max. Head 80 m

Max. Diameter solids 3.5 mm

Max. Operating temperature 95°C

Weight 8 Kg

Technical data

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body Aluminum AL-233

Ports 1 1/2’ BSPG F 

Air Inlet 1/2’

Max self priming capacity 5 m

Max flow rate 385 L/min

Max. Air supply pressure 8 bar

Max. Head 80 m

Max. Diameter solids 5 mm

Max. Operating temperature 95°C

Weight 14 Kg

Technical data
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EQUIVALENT  CODES: 

591601 – 591701 – 591715

Ruby 125 Aluminum 1’’

EQUIVALENT  CODES: 

591602 – 591608 -591703 -591718

Diaphragms

• NBR Conductive new technology 

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology

Ruby 140 Aluminum 1 ½“

Diaphragms

• NBR Conductive new technology 

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology



ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body Aluminum AL-233

Ports 2' BSPG F 

Air Inlet 3/4'

Max self priming capacity 5 m

Max flow rate 696 L/min

Max. Air supply pressure 8 bar

Max. Head 80 m

Max. Diameter solids 8 mm

Max. Operating temperature 95°C

Weight 35 Kg

Technical data

EQUIVALENT  CODES : 

591604 – 591708 – 591726

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body Aluminum AL-233

Ports 3’ BSPG F 

Air Inlet 3/4’

Max self priming capacity 5 m

Max flow rate 820 L/min

Max. Air supply pressure 8 bar

Max. Head 80 m

Max. Diameter solids 8 mm

Max. Operating temperature 95°C

Weight 41 Kg

Technical data
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EQUIVALENT  CODES : 

591603 -591609 -591706 -591722

Ruby 150 Aluminum 2“

Diaphragms

• NBR Conductive new technology 

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology

Ruby 180 Aluminum 3“

Diaphragms

• NBR Conductive new technology 

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology



Technical data

Technical data
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EQUIVALENT  CODES: 591605

Ruby 115 Aluminum ½ “

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body Aluminum AL-233

Liquid inlet  1/2" BSPG F 

Liquid Discharge 1/2"  BSPG F 

Air Inlet 1/2" BSPG F 

Max self priming capacity 3 m

Max flow rate 74 L/min

Max. Air supply pressure 8 bar

Max. Head 80 m

Max. Diameter solids 3 mm

Max. Operating temperature 95°C

Weight 6 Kg

EQUIVALENT  CODES: 591610 -591765

Diaphragms

• NBR Conductive new technology 

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology

Ruby 010 PP 3/8”

ΑΤΕΧ Certification II 2 GD c IIB T4
Pump Body PP, PP+CF
Liquid inlet  3/8’' BSPG F 
Liquid Discharge 3/8 "  BSPG F 
Air Inlet 1/2 " BSPG F 
Max self priming capacity 3 m
Max flow rate 23 L/min
Max. Air supply pressure 7 bar
Max. Head 70 m
Max. Diameter solids 0.5 mm
Max. Operating temperature 60°C
Weight 1.2 Kg

Diaphragms

• PTFE+Backup (NBR)



Technical data

Technical data
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EQUIVALENT  CODES: 591611-591767

Ruby 115 PP ½”

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body PP, PP+CF                                            

Liquid inlet  1/2" BSPG F 

Liquid Discharge 1/2" BSPG F 

Air Inlet 1/2" BSPG F 

Max self priming capacity 3 m

Max flow rate 58 L/min

Max. Air supply pressure 8 bar

Max. Head 80 m

Max. Diameter solids 3 mm

Max. Operating temperature 60°C

Weight 4 Kg

EQUIVALENT  CODES: 591766

Diaphragms

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology

Ruby 020 PP ¾”

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body PP, PP+CF                                              

Liquid inlet  3/4" BSPG F 

Liquid Discharge 3/4" BSPG F 

Air Inlet 1/2" BSPG F 

Max self priming capacity 4 m

Max flow rate 95 L/min

Max. Air supply pressure 8 bar

Max. Head 80 m

Max. Diameter solids 3 mm

Max. Operating temperature 60°C

Weight 4.5 Kg

Diaphragms

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology



Technical data

Technical data
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EQUIVALENT  CODES: 

591612 – 591702 - 591768

Ruby 025 PP 1”

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body PP, PP+CF                                                

Liquid inlet  1 " BSPG F 

Liquid Discharge 1 " BSPG F 

Air Inlet 1/2" BSPG F 

Max self priming capacity 4 m

Max flow rate 165 L/min

Max. Air supply pressure 7 bar

Max. Head 70 m

Max. Diameter solids 3.5 mm

Max. Operating temperature 60°C

Weight 6 Kg

EQUIVALENT CODES: 

591613 -591704 -591769

Diaphragms

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology

Ruby 040 PP 1 ½”

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body PP, PP+CF                                         

Liquid inlet  1 1/2 " BSPG F 

Liquid Discharge 1 1/2" BSPG F 

Air Inlet 1/2" BSPG F 

Max self priming capacity 4 m

Max flow rate 360 L/min

Max. Air supply pressure 7 bar

Max. Head 70 m

Max. Diameter solids 5 mm

Max. Operating temperature 60°C

Weight 14 Kg

Diaphragms

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology
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Technical data
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EQUIVALENT  CODES: 591614 -591707

Ruby 051 PP 2”

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body PP, PP+CF                                           

Liquid inlet  2 " BSPG F 

Liquid Discharge 2" BSPG F 

Air Inlet 3/4 " BSPG F 

Max self priming capacity 4 m

Max flow rate 650 L/min

Max. Air supply pressure 7 bar

Max. Head 70 m

Max. Diameter solids 8 mm

Max. Operating temperature 60°C

Weight 38 Kg

EQUIVALENT  CODES: 591716

Diaphragms

•  PTFE+Back up (Santoprene) 

Ruby 025 Stainless steel 316  1 “

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body Stainless steel 316

Liquid inlet 1" BSPG F 

Liquid  discharge 1" BSPG F 

Air Inlet 1/2" BSPG F  

Max self priming capacity 4 m

Max flow rate 175 L/min

Max. Air supply pressure 7 bar

Max. Head 70 m

Max. Diameter solids 3.5 mm

Max. Operating temperature 95°C

Weight 14 Kg

Diaphragms

• NBR Conductive new technology 

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology
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Technical data
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EQUIVALENT  CODES: 591721

Ruby 040 Stainless steel 316 1 ½”

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body Stainless steel 316

Liquid inlet 1 1/2 " BSPG F 

Liquid  discharge 1 1/2 " BSPG F 

Air Inlet 1/2" BSPG F  

Max self priming capacity 4 m

Max flow rate 360 L/min

Max. Air supply pressure 7 bar

Max. Head 70 m

Max. Diameter solids 5.0 mm

Max. Operating temperature 95°C

Weight 30 Kg

EQUIVALENT  CODES: 591725

Diaphragms

• NBR Conductive new technology 

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology

Ruby 050 Stainless steel 316 2”

ΑΤΕΧ Certification II 2 GD c IIB T4
Pump Body Stainless steel 316
Liquid inlet 2 " BSPG F 
Liquid  discharge 2 " BSPG F 
Air Inlet 3/4" BSPG F  
Max self priming capacity 5 m
Max flow rate 696 L/min
Max. Air supply pressure 7 bar
Max. Head 70 m
Max. Diameter solids 8.0 mm
Max. Operating temperature 95°C
Weight 71 Kg
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Technical data
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EQUIVALENT  CODES: 591729

Ruby 080 Stainless steel 316 3”

ΑΤΕΧ Certification II 2 GD c IIB T4

Pump Body Stainless steel 316

Liquid inlet 3 " BSPG F 

Liquid  discharge 3 " BSPG F 

Air Inlet 3/4 " BSPG F  

Max self priming capacity 5 m

Max flow rate 820 L/min

Max. Air supply pressure 7 bar

Max. Head 70 m

Max. Diameter solids 8.0 mm

Max. Operating temperature 95°C

Weight 80 Kg

EQUIVALENT  CODES: 

591661 -591662 - 591663

Diaphragms

• NBR Conductive new technology 

• PTFE+back up(EPDM) Conductive new technology (compound)

• VITON Conductive new technology

Ruby Air operated piston pump 1:1 & 3:1

Ratio 1:1 3:1

Feeding-Compressed Air 2 -8 Bar 2 -8 Bar

Output pressure 10 bar 21 Bar

Flow rate 48 lt/min 23 L/min

Air connection F 1/4"BSP F 1/4"BSP

Ports M 3/4"BSP M 1/2”BSP

Pumping assy length 950 mm 950 mm

Pumping diameter 55 mm 40 mm

For drum capacity 208 L 208 L

Weight 7 kg 6 Kg



England Sales office: 
Rockleigh House, 37 Burton Road 
Ashby de la Zouch, Leicestershire
LE65 2LF - United Kingdom (UK)
Registered in ENGLAND & WALES

Registration number 09706219 - VAT No.GB220393343
Tel +44 1213 680 324, +44 1213 680472
email:sales@alphadynamicpumps.co.uk

www.alphadynamicpumps.co.uk

Ηellas Production Facilities Unit 1
3 Eleftherias Str Industrial Park of Kifisia  

14564 - Kifisia - Hellas  
VAT No.  ΕL 999695309

Τel +30 210 4200 338, +30 210 4200 422
Fax +30 211 268 68 37

email: info@alphadynamic.eu
www.alphadynamic.eu

Ηellas Production Facilities Unit 2
30 Seneka str Industrial Park of Kifisia  

14564 - Kifisia - Greece 
Τel +30 215 215 9152 

email: sales@rubypump.com
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