EU Declaration of Conformity

Manufactured By : ALPHADYNAMIC PUMPS SA.

3 Eleftherias Str 14564 - Kifisia -Greece
Tel + 30 215 215 9520 -Fax +30 211 2686837

Type of protection : Constructional Safety ‘c’

D

AlphaDynamic

PUMPS *!::;“Ru

We Meke The Diflerence

byl e

STRONG QUALITY INDUSTRIAL PUMP

This declaration applies to all Metallic & Conductive Plastic Ruby Air Operated Double Diaphragm pumps.
ALPHADYNAMIC PUMPS SA declares under our sole responsibility that the product listed below conforms with the relevant

provisions of EC directive 2014/34/EU for equipment and protective systems intended for use in potentially explosive atmospheres,

and is self certified for safe use in Atex Group lll, Category 2 area’s.

RUBY PUMPS

Ruby 005P-P-XXX
Ruby 008P-P-XXX
Ruby 010P-P-XXX
Ruby 015P-P-XXX
Ruby 115P-P-XXX
Ruby 020P-P-XXX
Ruby 120P-P-XXX
Ruby 025P-P-XXX
Ruby 125P-P-XXX
Ruby 125S-A-XXX
Ruby 126P-P-XXX
Ruby 040P-P-XXX
Ruby 140P-P-XXX
Ruby 140S-A-XXX
Ruby 141P-P-XXX
Ruby 050S-P-XXX
Ruby 051P-P-XXX
Ruby 150A-P-XXX
Ruby 151P-P-XXX
Ruby 080S-P-XXX
Ruby 081P-P-XXX
Ruby 180A-P-XXX

Ruby 008V-P-XXX
Ruby 010V-P-XXX
Ruby 015V-P-XXX
Ruby 115V-P-XXX
Ruby 020V-P-XXX
Ruby 120V-P-XXX
Ruby 025V-P-XXX
Ruby 125V-P-XXX
Ruby 125A-A-XXX
Ruby 126V-P-XXX
Ruby 040V-P-XXX
Ruby 140V-P-XXX
Ruby 140A-A-XXX
Ruby 141V-P-XXX
Ruby 050S-AP-XXX
Ruby 051V-P-XXX
Ruby 150A-AP-XXX
Ruby 151V-P-XXX
Ruby 080S-AP-XXX
Ruby 081V-P-XXX
Ruby 180A-AP-XXX

Ruby 010S-P-XXX
Ruby 015S-P-XXX
Ruby 115A-P-XXX

Ruby 120A-P-XXX
Ruby 025S-P-XXX
Ruby 125S-P-XXX
Ruby 125SL-P-XXX

Ruby 040S-P-XXX
Ruby 140S-P-XXX

Ruby 140SL-P-XXX-C

Ruby 050SL-P-XXX-C

Ruby 150S-P-XXX
Ruby 151P-AP-XXX

Ruby 080SL-P-XXX-C

Ruby 180S-P-XXX

» See “Safety Information” page for conditions of safe use
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Ruby 015SL-P-XXX-C

Ruby 115S-P-XXX
Ruby 120S-P-XXX

Ruby 025S-A-XXX
Ruby 125A-P-XXX

Ruby 040S-A-XXX

Ruby 140A-P-XXX

Ruby 150S-AP-XXX

Ruby 151V-AP-XXX

Ruby 180S-AP-XXX

In the version delivered by us, is in compliance with the following applicable regulations:

Ruby 115SL-P-XXX-C

Ruby025SL-P-XXX-C

Ruby 040SL-P-XXX-C

Ruby 150SL-P-XXX-C

Ruby 180SL-P-XXX-C

o EC Directive 2014/34/EU Equipment and protective systems intended for use in potentially explosive atmospheres (ATEX)

o EN ISO 80079-36 :2016 Non electrical equipment for use in potentially explosive atmospheres - Basic method and requirements

o EN ISO 80079-37 :2016 Non electrical equipment for explosive atmospheres — No electrical type of protection by

constructional safety " c"

¢ Machinery Safety Directive: 2006/42/EU

, control of ignition source “b” , liquid immersion “k”

e |EC 60079-0 :2018 Explosive atmospheres - Equipment General requirements

e CLC/TR 60079-32-1 :2018 Explosive atmospheres - Electrostatic hazards, guidance

Signature of manufacturer:

Information on signatory : Nikolaos Prodromidis

il

Date : 20/10/2022




